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operator height 100mm

opening-closing speed 3-70cm/s (adjustable)

opening time 0-15s (adjustable)

power consumption 30/150VA

 
functionality

variety adjustable functions and parameters
digital programme switch KOM10 
connection to fire safety system
KOM10 warning diagnosis
auxillary battery power supply
digital adjustment of the operator

programme switch 7 operating regimes 
auto-summer, auto-winter, one-way summer, one way-winter, closed, 
open, stop

security
infrared/microwave activation sensors 
 
safety sensors by monitored option

glazing
SL50, top horizontal profile for 10mm tempered glass 
PR4, F5; 20mm width, for single safety glass 6-10mm 
PR5, F3; 30mm width, for double glazing 19-21mm

colour
anodized aluminium (natural and coloured) 
RAL colours, wooden immitation coating 

interior design varying decoration (stainless steel, metal, wooden immitation coating 
and other materials)

conformity CE

technical details:

Zenoslim

efficient and noiseless 
ideal for  

high-frequency  
usage applications

“

ZENO slim represents a new product generation for high frequency Automatic sliding door. The product 
covers standard exterior solutions, although more attention was given to interior ideas.

Sophisticated technology offers continuous operation, reliability, energy efficiency and architectural 
design.

An Intelligent and modern compact driver integrates digital control, silent operation, a combination of 
accessories, high security and built in sensors. 

In this way, ZENO slim high-frequency usage sliding door represents a suitable solution in the 
commercial, touristic, health-care/medical, pharmaceutical, chemical and alimentary industries.
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